
Yamaha Unified Communications  

To get the best the performance the following requirements are needed: 

Alternative Switches for ADECIA

• 8 ports +

• 30watts per port

• 90watts or more totally

• Disable EEE

• IGMP snooping & querier v2/3

• QoS should be easy to setup, but not essential

Manufacturer Type Features URL

Netgear GS510TPP 8 ports of PoE+ 
190W 
Smart switch, can disable EEE 
IGMP v2 
QoS

Netgear AV Line  
M4250-10G2F

8 ports PoE+ 
125W 
IGMP v2 querier, v3 
Dante Profiles are available

Cisco SG350-10MP 
SG350-8PD

8 ports PoE+ 
124W 
Web GUI for EEE 
IGMP v2/3, QoS, loop detection

HP Aruba Ion  
1930 8G

8 ports PoE+ 
124W 
Web GUI for EEE 
IGMP v2, QoS, loop detection

Luxul  16AMS1208P 8 ports PoE+ 
130W 
QoS 
Fanless

Ubiquiti EdgeSwitch 
ES-8-150W

8 ports PoE+ 
150W 
IGMP 
QoS with DiffServ
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https://www.netgear.com/business/wired/switches/smart/gs510tpp
https://www.netgear.com/business/wired/switches/fully-managed/gsm4212p
https://www.cisco.com/c/en/us/support/switches/sg350-8pd-8-port-2-5g-poe-managed-switch/model.html
https://h20195.www2.hpe.com/v2/GetDocument.aspx?docname=a50000620enw
https://www.exertisproav.de/en/produkte/ams-1208p-2.html
https://www.ui.com/edgemax/edgeswitch-8-150w/

